
Specifications12 V | 24 V100 A100-A-Shunt

Colour black

Material plastic

Nominal voltage 12 V | 24 V

Nominal current 100 A

Type 100-A-Shunt

Information

Net weight 400 g

Gross weight 700 g

Catalogue page 579

Innovative multipanel system

The VOTRONIC Central Electrical System (VZE) Sirius CI with 
integrated Bluetooth combines central functions and infor-
mation of your motorhome into a clear, easy-to-use device. 
The bright graphic display shows all values clearly and is 
easily readable from a distance, while coloured LEDs highlight 
the selected function at all times. The system operates with a 
maximum current consumption of 13 – 60 mA and supports 
– depending on the version – Smart Shunts with 100, 200 or 
400 A.

Scope of delivery: display unit Sirius CI, control module 
Sirius IO, Smart Shunt (100/200/400 A), earth strap, two 
temperature sensors, mounting screws.

Battery monitoring

•	Voltage (V)

•	Current flow (A, charging/discharging)

•	Capacity (Ah and %)

•	Remaining time until cutoff threshold

Solar display

•	Current power (W)

•	Current solar current (A)

•	Charged capacity (Ah)
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•	Charged energy (Wh)

Additional functions

•	Starter battery voltage

•	Fresh and waste water tank level display

•	Switch output for relay (deep discharge protection/main 
switch)

•	Pump switch (max. 16 A)

•	Interior and exterior temperature

•	Clock (24 h)
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